
Ideal Transformer Explained

𝐵 = 𝜇𝑟𝜇0𝑛𝑝𝐼𝑝

𝐵 = 𝑚𝑎𝑔𝑛𝑒𝑡𝑖𝑐 𝑓𝑙𝑢𝑥 𝑑𝑒𝑛𝑠𝑖𝑡𝑦
𝑊𝑏

𝑚

𝜇𝑟 = 𝑟𝑒𝑙𝑎𝑡𝑖𝑣𝑒 𝑝𝑒𝑟𝑚𝑒𝑎𝑏𝑖𝑙𝑖𝑡𝑦 ≈ 5000 𝑓𝑜𝑟 𝑖𝑟𝑜𝑛

𝜇0 = 4𝜋10
−7

𝐻

𝑚
𝑝𝑒𝑟𝑚𝑒𝑎𝑏𝑖𝑙𝑖𝑡𝑦 𝑜𝑓 𝑓𝑟𝑒𝑒 𝑠𝑝𝑎𝑐𝑒

𝑛𝑝 = 𝑛𝑢𝑚𝑏𝑒𝑟 𝑜𝑓 𝑡𝑢𝑟𝑛𝑠 𝑖𝑛 𝑝𝑟𝑖𝑚𝑎𝑟𝑦 𝑤𝑖𝑛𝑑𝑖𝑛𝑔

𝑉𝑝 = 𝑝𝑟𝑖𝑚𝑎𝑟𝑦 𝑣𝑜𝑙𝑡𝑎𝑔𝑒

𝐼𝑝 = 𝑐𝑢𝑟𝑟𝑒𝑛𝑡 𝑖𝑛 𝑝𝑟𝑖𝑚𝑎𝑟𝑦 𝑤𝑖𝑛𝑑𝑖𝑛𝑔

𝑛𝑠 = 𝑛𝑢𝑚𝑏𝑒𝑟 𝑜𝑓 𝑡𝑢𝑟𝑛𝑠 𝑖𝑛 𝑠𝑒𝑐𝑜𝑛𝑑𝑎𝑟𝑦 𝑤𝑖𝑛𝑑𝑖𝑛𝑔
𝑉𝑠 = 𝑠𝑒𝑐𝑜𝑛𝑑𝑎𝑟𝑦 𝑣𝑜𝑙𝑡𝑎𝑔𝑒
𝐼𝑠 = 𝑐𝑢𝑟𝑟𝑒𝑛𝑡 𝑖𝑛 𝑠𝑒𝑐𝑜𝑛𝑑𝑎𝑟𝑦 𝑤𝑖𝑛𝑑𝑖𝑛𝑔

𝜙 =  𝐵 ⋅ 𝑑𝑎

𝑆
total magnetic flux
passing through surface
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𝑉𝑠 = 𝑛𝑠
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𝐵𝑝𝑟𝑖 = 𝐵𝑠𝑒𝑐
∴ 𝜙𝑝 = 𝜙𝑠
𝑑∅𝑝
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=
𝑛𝑝
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𝑙𝑒𝑡 𝑎 =
𝑉𝑝

𝑉𝑠
=
𝑛𝑝

𝑛𝑠
⇐ 𝑡𝑢𝑟𝑛𝑠 𝑟𝑎𝑡𝑖𝑜

∴ 𝑉𝑝 = 𝑎𝑉𝑠
𝑣𝑜𝑙𝑡𝑎𝑔𝑒 𝑖𝑠 𝑠𝑡𝑒𝑝𝑝𝑒𝑑 𝑢𝑝 𝑜𝑟 𝑑𝑜𝑤𝑛 𝑏𝑦 𝑡ℎ𝑒 𝑡𝑢𝑟𝑛𝑠 𝑟𝑎𝑡𝑖𝑜.

𝑛𝑜𝑤 𝑐𝑜𝑛𝑠𝑖𝑑𝑒𝑟 𝑝𝑜𝑤𝑒𝑟:
𝑓𝑜𝑟 𝑎𝑛 𝑖𝑑𝑒𝑎𝑙 𝑥𝑓𝑚𝑟…
𝑝𝑜𝑤𝑒𝑟 𝑖𝑛 = 𝑝𝑜𝑤𝑒𝑟 𝑜𝑢𝑡
𝑉𝑝𝐼𝑝 = 𝑉𝑠𝐼𝑠

𝐼𝑝 =
𝐼𝑠
𝑎

𝑖𝑛 𝑜𝑡ℎ𝑒𝑟 𝑤𝑜𝑟𝑑𝑠 …
𝑖𝑓 𝑣𝑜𝑙𝑡𝑎𝑔𝑒 𝑖𝑠 𝑠𝑡𝑒𝑝𝑝𝑒𝑑 𝑢𝑝,
𝑐𝑢𝑟𝑟𝑒𝑛𝑡 𝑖𝑠 𝑠𝑡𝑒𝑝𝑝𝑒𝑑 𝑑𝑜𝑤𝑛.

𝐵 ∅

Load𝑉𝑝

𝐼𝑝 𝐼𝑠

+
𝑉𝑠
−



Questions or Comments …

contact us

http://www.3phaseee.com/contact

